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Thanks to the daily cooperation with the companies which 
we work with and based on the continuous investment 
on research and development to improve our products, 
Movex  is proud to present the new range of leveling 
feet, developed for industrial machines and production 
equipment support.

All the different types and dimensions introduced, together 
with every single range specification, enrich the current 
range making all Movex levelers a practical and reliable 
choice, for every different application requirement. 

Combinations with base and spindle have been increased 
so to offer a large and dedicated range, ideal for targeted 
answers, even to the most specific request.

To satisfy a market constantly careful to the current nor-
mative and to comply with a product which bring a real 
time and resources saving, Movex  has created the C500 
series, specifically developed to reduce contamination risk 
into production. 

Every single Movex  leveler range is subject to rigid 
quality control processes which guarantee high perfor-
mances as well as esthetical aspects, features of every 
Movex  product.

Choose the punctuality and reliability of Movex  service 
and find out the support from a qualified team which has 
as only objective offer a high-level assistance, to become a 
partner with your company. 

Contact us to get a free and
customed quotation.

C500 Serie Ø125 + Fixing

A NEW
GENERATION
OF LEVELING
FEET
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STA INLESS  STEEL  LEVELERS
W I T H  F U L LY  T H R E A D E D  S P I N D L E
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W I T H  F U L LY  T H R E A D E D  S P I N D L E

P400R Series

S400B Series C500 Series
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Top cover | Hygienic and certified
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Nuts | Hygienic and certified
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P L A S T I C  L E V E L E R
W I T H  F U L L Y  T H R E A D E D  S P I N D L E

P400R
H 

To
t

L

Ø80

Sp
18°

Ø54

Ø9

Art-Nr. Art-Nr. Sp H Tot
(mm)

L
(mm)            (mm) Load

(N)

SS FeZn

91001 91001Z
M12

100 67 9 -
12.00091002 91002Z 150 117 9 -

91003 91003Z 200 167 9 -

91101 91101Z

M16

95 61 13 -

15.000

91102 91102Z 145 111 13 -
91103 91103Z 195 161 13 -

91101H 91101ZH 95 61 - 16
91102H 91102ZH 145 111 - 16
91103H 91103ZH 195 161 - 16

91201 91201Z

M20

120 84 16 -

16.000

91202 91202Z 170 134 16 -
91203 91203Z 220 184 16 -

91201H 91201ZH 120 84 - 20
91202H 91202ZH 170 134 - 20
91203H 91203ZH 220 184 - 20

Main features:
• Molded baseplate in polyamide
• Spindle in austenitic stainless steel or zinc plated steel
• Washer in austenitic stainless steel

The P400R series, with plastic baseplate, fully threaded spindle and stainless steel washer is the best choice for industrial environments 
where a medium-high level of hygiene is required.
The compact baseplate and the smooth edges guarantee an excellent cleanability, even in critical conditions and the stainless steel washer 
ensures complete closure between the spindle and the baseplate.
Maximum compressive strength (static load) as in the table, maximum tensile strength (static load) 500 N

DIAMETER

80
mm

FIXING
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ANTI-SLIP

FIXING

P L A S T I C  L E V E L E R
W I T H  F U L L Y  T H R E A D E D  S P I N D L E

P400R
H 

To
t

L

Ø80

Sp
18°

Ø54

Ø9

Art-Nr. Art-Nr. Sp H Tot
(mm)

L
(mm)            (mm) Load

(N)

SS FeZn

91001R 91001ZR
M12

103 67 9 -
12.00091002R 91002ZR 153 117 9 -

91003R 91003ZR 203 167 9 -

91101R 91101ZR

M16

98 61 13 -

15.000

91102R 91102ZR 148 111 13 -
91103R 91103ZR 198 161 13 -

91101HR 91101ZHR 98 61 - 16
91102HR 91102ZHR 148 111 - 16
91103HR 91103ZHR 198 161 - 16

91201R 91201ZR

M20

123 84 16 -

16.000

91202R 91202ZR 173 134 16 -
91203R 91203ZR 223 184 16 -

91201HR 91201ZHR 123 84 - 20
91202HR 91202ZHR 173 134 - 20
91203HR 91203ZHR 223 184 - 20

Main features:
• Molded baseplate in polyamide
• Spindle in austenitic stainless steel or zinc plated steel
• Washer in austenitic stainless steel
• Anti-slip NBR rubber pad

The P400R series, with plastic baseplate, fully threaded spindle and stainless steel washer is the best choice for industrial environments 
where a medium-high level of hygiene is required.
The compact baseplate and the smooth edges guarantee an excellent cleanability, even in critical conditions; the stainless steel washer 
ensures complete closure between the spindle and the baseplate and the NBR rubber guarantees anti-slip proprieties as well as great 
resistance to the most common industrial detergents.
Maximum compressive strength (static load) as in the table, maximum tensile strength (static load) 500 N

DIAMETER

80
mm
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P400R
H 

To
t

L

Ø100

Sp
18°

Ø74

Ø13

Art-Nr. Art-Nr. Sp H Tot
(mm)

L
(mm)            (mm) Load

(N)

SS FeZn

91301 91301Z

M16

100 61 13 -

15.000

91302 91302Z 150 111 13 -
91303 91303Z 200 161 13 -

91301H 91301ZH 100 61 - 16
91302H 91302ZH 150 111 - 16
91303H 91303ZH 200 161 - 16

91401 91401Z

M20

125 84 16 -

16.000

91402 91402Z 175 134 16 -
91403 91403Z 225 184 16 -

91401H 91401ZH 125 84 - 20
91402H 91402ZH 175 134 - 20
91403H 91403ZH 225 184 - 20

91501 91501Z
M24

125 83 19 -
18.00091502 91502Z 175 133 19 -

91503 91503Z 225 183 19 -

DIAMETER

100
mm

FIXING

P L A S T I C  L E V E L E R
W I T H  F U L L Y  T H R E A D E D  S P I N D L E

Main features:
• Molded baseplate in polyamide
• Spindle in austenitic stainless steel or zinc plated steel
• Washer in austenitic stainless steel

The P400R series, with plastic baseplate, fully threaded spindle and stainless steel washer is the best choice for industrial environments 
where a medium-high level of hygiene is required.
The compact baseplate and the smooth edges guarantee an excellent cleanability, even in critical conditions and the stainless steel washer 
ensures complete closure between the spindle and the baseplate.
Maximum compressive strength (static load) as in the table, maximum tensile strength (static load) 500 N
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P400R
H 

To
t

L

Ø100

Sp
18°

Ø74

Ø13

Art-Nr. Art-Nr. Sp H Tot
(mm)

L
(mm)            (mm) Load

(N)

SS FeZn

91301R 91301ZR

M16

103 61 13 -

15.000

91302R 91302ZR 153 111 13 -
91303R 91303ZR 203 161 13 -

91301HR 91301ZHR 103 61 - 16
91302HR 91302ZHR 153 111 - 16
91303HR 91303ZHR 203 161 - 16

91401R 91401ZR

M20

128 84 16 -

16.000

91402R 91402ZR 178 134 16 -
91403R 91403ZR 228 184 16 -

91401HR 91401ZHR 128 84 - 20
91402HR 91402ZHR 178 134 - 20
91403HR 91403ZHR 228 184 - 20

91501R 91501ZR
M24

128 83 19 -
18.00091502R 91502ZR 178 133 19 -

91503R 91503ZR 228 183 19 -

DIAMETER

100
mm

ANTI-SLIP

FIXING

P L A S T I C  L E V E L E R
W I T H  F U L L Y  T H R E A D E D  S P I N D L E

Main features:
• Molded baseplate in polyamide
• Spindle in austenitic stainless steel or zinc plated steel
• Washer in austenitic stainless steel
• Anti-slip NBR rubber pad

The P400R series, with plastic baseplate, fully threaded spindle and stainless steel washer is the best choice for industrial environments 
where a medium-high level of hygiene is required.
The compact baseplate and the smooth edges guarantee an excellent cleanability, even in critical conditions; the stainless steel washer 
ensures complete closure between the spindle and the baseplate and the NBR rubber guarantees anti-slip proprieties as well as great 
resistance to the most common industrial detergents.
Maximum compressive strength (static load) as in the table, maximum tensile strength (static load) 500 N
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P400R
H 

To
t

L

Ø120

Sp
18°

Ø90

Ø13

Art-Nr. Art-Nr. Sp H Tot
(mm)

L
(mm)            (mm) Load

(N)

SS FeZn

91601 91601Z

M16

100 61 13 -

15.000

91602 91602Z 150 111 13 -
91603 91603Z 200 161 13 -

91601H 91601ZH 100 61 - 16
91602H 91602ZH 150 111 - 16
91603H 91603ZH 200 161 - 16

91701 91701Z

M20

125 84 16 -

16.000

91702 91702Z 175 134 16 -
91703 91703Z 225 184 16 -

91701H 91701ZH 125 84 - 20
91702H 91702ZH 175 134 - 20
91703H 91703ZH 225 184 - 20

91801 91801Z
M24

125 83 19 -
18.00091802 91802Z 175 133 19 -

91803 91803Z 225 183 19 -

DIAMETER

120
mm

FIXING

P L A S T I C  L E V E L E R
W I T H  F U L L Y  T H R E A D E D  S P I N D L E

Main features:
• Molded baseplate in polyamide
• Spindle in austenitic stainless steel or zinc plated steel
• Washer in austenitic stainless steel

The P400R series, with plastic baseplate, fully threaded spindle and stainless steel washer is the best choice for industrial environments 
where a medium-high level of hygiene is required.
The compact baseplate and the smooth edges guarantee an excellent cleanability, even in critical conditions and the stainless steel washer 
ensures complete closure between the spindle and the baseplate.
Maximum compressive strength (static load) as in the table, maximum tensile strength (static load) 500 N
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P400R
H 

To
t

L

Ø120

Sp
18°

Ø90

Ø13

Art-Nr. Art-Nr. Sp H Tot
(mm)

L
(mm)            (mm) Load

(N)

SS FeZn

91601R 91601ZR

M16

103 61 13 -

15.000

91602R 91602ZR 153 111 13 -
91603R 91603ZR 203 161 13 -

91601HR 91601ZHR 103 61 - 16
91602HR 91602ZHR 153 111 - 16
91603HR 91603ZHR 203 161 - 16

91701R 91701ZR

M20

128 84 16 -

16.000

91702R 91702ZR 178 134 16 -
91703R 91703ZR 228 184 16 -

91701HR 91701ZHR 128 84 - 20
91702HR 91702ZHR 178 134 - 20
91703HR 91703ZHR 228 184 - 20

91801R 91801ZR
M24

128 83 19 -
18.00091802R 91802ZR 178 133 19 -

91803R 91803ZR 228 183 19 -

DIAMETER

120
mm

ANTI-SLIP

FIXING

P L A S T I C  L E V E L E R
W I T H  F U L L Y  T H R E A D E D  S P I N D L E

Main features:
• Molded baseplate in polyamide
• Spindle in austenitic stainless steel or zinc plated steel
• Washer in austenitic stainless steel
• Anti-slip NBR rubber pad

The P400R series, with plastic baseplate, fully threaded spindle and stainless steel washer is the best choice for industrial environments 
where a medium-high level of hygiene is required.
The compact baseplate and the smooth edges guarantee an excellent cleanability, even in critical conditions; the stainless steel washer 
ensures complete closure between the spindle and the baseplate and the NBR rubber guarantees anti-slip proprieties as well as great 
resistance to the most common industrial detergents.
Maximum compressive strength (static load) as in the table, maximum tensile strength (static load) 500 N
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