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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
815

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Surface finish
μm

Surface Flatness
mm

Polished
Hinge eyes

Max working
load (N)

Plate Thickness
mm

SSM Max Speed - Hardened pins

10010302 SSM 815 K325 82,5 2,55 0,2 0,08 YES
6000 3,1

10010303 SSM 815 K330 83,8 2,59 0,2 0,08 YES
A 

(m
m

)
3.

1

9.
8

6.
6

42.1 38.1

1.5

R150

Ø6.35

Improved
working load

Optimum plate
& hinge flatness

Max Speed High Performance

Minimum
possible gap

Link with
improved
chamfer

Hardened pins
Calibrated pin

and hinge

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette815

pg. 525->52882-83-97/10880 links

10 feet
3.048 m

Total quality control

Polished hinges

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 150 mm
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

pg. 525->52882-83-97/10880 links

10 feet
3.048 m

A 
(m

m
)

3.
1

9.
8

6.
6

42.1 38.1

1.5

R150

Ø6.35

812/815

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Surface finish
μm

Surface Flatness
mm

Polished
Hinge eyes

Max working
load (N)

Plate Thickness
mm

SS Ferritic Stainless Steel (1.4016)

10010216 SS 812 K300 76,2 2,50 0,5 0,15 NO

5400 3,1

10010202 SS 812 K325 82,5 2,55 0,5 0,15 NO

10010203 SS 812 K330 83,8 2,59 0,5 0,15 NO

10010204 SS 812 K350 88,9 2,69 0,5 0,15 NO

10010214 SS 812 K400 101,6 3,00 0,5 0,15 NO

10010205 SS 812 K450 114,3 3,25 0,5 0,20 NO

10010206 SS 812 K600 152,4 4,15 0,5 0,30 NO

10010207 SS 812 K750 190,5 5,05 0,5 0,30 NO

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10010102 SSE 815 K325 82,5 2,55 0,3 0,10 YES

6000 3,1

10010103 SSE 815 K330 83,8 2,59 0,3 0,10 YES

10010104 SSE 815 K350 88,9 2,69 0,3 0,15 NO

10010114 SSE 815 K400 101,6 3,00 0,3 0,15 NO

10010105 SSE 815 K450 114,3 3,25 0,3 0,20 NO

10010106 SSE 815 K600 152,4 4,15 0,3 0,30 NO

10010107 SSE 815 K750 190,5 5,05 0,3 0,30 NO

SSA Austenitic Stainless Steel (AISI 304) - Austenitic pin

10010402 SSA 815 K325 82,5 2,55 0,5 0,15 NO

5300 3,1

10010403 SSA 815 K330 83,8 2,59 0,5 0,15 NO

10010404 SSA 815 K350 88,9 2,69 0,5 0,15 NO

10010405 SSA 815 K450 114,3 3,25 0,5 0,20 NO

10010406 SSA 815 K600 152,4 4,15 0,5 0,30 NO

10010407 SSA 815 K750 190,5 5,05 0,5 0,30 NO

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette812/815

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 150 mm
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
802/805-8157

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Surface finish
μm

Max working
load (N)

Plate Thickness
mm

SS Ferritic Stainless Steel (1.4016)

10030207 SS 802 K750 190,5 5,80 0,6 7000 3,1

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10030107 SSE 805 K750 190,5 5,80 0,3 9000 3,1

SSA Austenitic Stainless Steel (AISI 304) - Austenitic pin

10030407 SSA 805 K750 190,5 5,80 0,6 8700 3,1

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Surface finish
μm

Max working
load (N)

Plate Thikness
mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10050107 SSE 8157 K750 190,5 5,60 0,3 7000 3,1

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette802/805

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette8157

pg. 525->528pg. 86-98-10980 links

10 feet
3.048 m

pg. 525->528pg. 87-97-11080 links

10 feet
3.048 m

9.
8

Ø6.35

R150

1.6

A 
(m

m
)

3.
1

6.
6

80.5 38.1

6.
6

R130

1.6

3.
1

9.
8

57 38.1 Ø6.35

A 
(m

m
)

Delivery: Easy Standard

Delivery: Easy Standard

Pins: Martensitic 1.4057  |  Backflex radius min.: 150 mm

Pins: Martensitic 1.4057  |  Backflex radius min.: 130 mm
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
512

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Surface finish
μm

Max working
load (N)

Plate Thickness
mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10070100 SSE 512 K217 55,1 2,30 0,3

5000 3,1

10070101 SSE 512 K236 59,9 2,40 0,3

10070108 SSE 512 K250 63,5 2,45 0,3

10070109 SSE 512 K283 71,9 2,65 0,3

10070102 SSE 512 K325 82,5 2,90 0,3

10070104 SSE 512 K350 88,9 3,00 0,3

10070114 SSE 512 K400 101,6 3,30 0,3

SSA Austenitic Stainless Steel (AISI 304) - Austenitic pin

10070400 SSA 512 K217 55,1 2,30 0,3

4500 3,1

10070401 SSA 512 K236 59,9 2,40 0,3

10070408 SSA 512 K250 63,5 2,45 0,3

10070409 SSA 512 K283 71,9 2,65 0,3

10070414 SSA 512 K400 101,6 3,30 0,3

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette512

pg. 525->528pg. 96-99120 links

10 feet
3.048 m

A 
(m

m
)

3.
1

9.
8

6.
6

1.6

R80

Ø6.3542.3 25.4

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 80 mm
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
881 M

Article-Nr. Ref. A (Plate Width)
mm

R
mm

Weight
kg/m

Surface finish
μm

Surface Flatness
mm

Polished
Hinge eyes

Max working 
load (N)

Plate Thickness
mm

SSM Max Speed - Hardened pins

10080302 SSM 881 MO K325 82,5 500 2,55 0,2 0,08 YES
6000 3,1

10080303 SSM 881 MO K330 83,8 500 2,59 0,2 0,08 YES

Improved
working load

Optimum plate
& hinge flatness

Max Speed High Performance

Minimum
possible gap

Link with
improved
chamfer

Total quality control

Hardened pins
Calibrated pin

and hinge
Polished hinges

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette881 M

pg. 525->528pg. 84-85/110 pg. 115->13080 links

10 feet
3.048 m

Magnetic System

A 
(m

m
)

45

R
 (m

m
)

13
.5 6.
6

9.
8

3.
1

42.2

R
80

Ø6.3538.1

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 80 mm



Ca
te

ne
 in

 a
cc

ia
io

 /
 S

te
el

 c
ha

in
s 

/ 
Sc

ha
rn

ie
rb

an
dk

et
te

n 
au

s 
Ed

el
st

ah
l

13

Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

Article-Nr. Ref. A (Plate Width)
mm

R
mm

Weight
kg/m

Surface finish
μm

Surface Flatness
mm

Polished
Hinge eyes

Max working
load (N)

Plate Thickness
mm

SS Ferritic Stainless Steel (1.4016)

10080202 SS 881 MO K325 82,5 500 2,55 0,5 0,15 YES

5400 3,1
10080203 SS 881 MO K330 83,8 500 2,59 0,5 0,15 YES

10080205 SS 881 MO K450 114,3 500 3,10 0,5 0,20 YES

10080207 SS 881 MO K750 190,5 500 4,85 0,5 0,30 YES

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10080102 SSE 881 MO K325 82,5 500 2,55 0,3 0,10 YES

6000 3,1
10080103 SSE 881 MO K330 83,8 500 2,59 0,3 0,10 YES

10080105 SSE 881 MO K450 114,3 500 3,10 0,3 0,20 YES

10080107 SSE 881 MO K750 190,5 500 4,85 0,3 0,30 YES

881 M

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette881 M

pg. 525->528pg. 84-85/110 pg. 115->13080 links

10 feet
3.048 m

Magnetic System

A 
(m

m
)

45

R
 (m

m
)

13
.5 6.
6

9.
8

3.
1

42.2

R
80

Ø6.3538.1

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 80 mm
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
881 TAB

Article-Nr. Ref. A (Plate Width)
mm

R
mm

Weight
kg/m

Surface finish
μm

Max working
load (N)

Plate Thickness
mm

SS Ferritic Stainless Steel (1.4016)

10100202 SS 881 TAB K325 82,5 457 3,00 0,3 5400 3,1

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10100102 SSE 881 TAB K325 82,5 457 3,00 0,3

6000 3,110100105 SSE 881 TAB K450 114,3 500 3,69 0,3

10100107 SSE 881 TAB K750 190,5 500 5,50 0,3

SSA Austenitic Stainless Steel (AISI 304) - Austenitic pin

10100402 SSA 881 TAB K325 82,5 457 3,00 0,3

4500 3,110100405 SSA 881 TAB K450 114,3 500 3,69 0,3

10100407 SSA 881 TAB K750 190,5 500 5,50 0,3

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette881 TAB

pg. 525->528pg. 84-85/110 pg. 163/16980 links

10 feet
3.048 m

Tab System

43

6.
6

16
.3

R
80

Ø6.35

R
 (m

m
)A 

(m
m

)

3.
1

70
56.2 38.1

45

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 80 mm
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

11
.2

R
60

Ø6.3538.1

R
 (m

m
)A 

(m
m

)
6.

6

3.
1

43
41.5

41.3

43

Article-Nr. Ref. A (Plate Width)
mm

R
mm

Weight
kg/m

Surface finish
μm

Max working
load (N)

Plate Thickness
mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10120102 SSE 881 K325 82,5 457 2,95 0,3

6000 3,110120104 SSE 881 K350 88,9 500 3,00 0,3

10120105 SSE 881 K450 114,3 500 3,65 0,3

10120107 SSE 881 K750 190,5 500 5,45 0,3

SSA Austenitic Stainless Steel (AISI 304) - Austenitic pin

10120402 SSA 881 K325 82,5 457 2,95 0,3

4500 3,110120405 SSA 881 K450 114,3 500 3,65 0,3

10120407 SSA 881 K750 190,5 500 5,45 0,3

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette881 B

pg. 525->528pg. 84-85/110 pg. 16880 links

10 feet
3.048 m

Bevel System

881 B

Pins: Martensitic 1.4057  |  Backflex radius min.: 60 mm
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
8811 TAB

Article-Nr. Ref. A (Plate Width)
mm

R
mm

Weight
kg/m

Surface finish
μm

Max working
load (N)

Plate Thickness
mm

SS Ferritic Stainless Steel (1.4016)

10140202 SS 8811 TAB K325 82,5 500 2,95 0,3

5400 3,1
10140203 SS 8811 TAB K330 83,8 500 3,05 0,3

10140205 SS 8811 TAB K450 114,3 610 3,65 0,3

10140207 SS 8811 TAB K750 190,5 610 5,45 0,3

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10140102 SSE 8811 TAB K325 82,5 500 2,95 0,3

6000 3,1

10140103 SSE 8811 TAB K330 83,8 500 3,05 0,3

10140104 SSE 8811 TAB K350 88,9 500 3,15 0,3

10140105 SSE 8811 TAB K450 114,3 500 3,65 0,3

10140107 SSE 8811 TAB K750 190,5 500 5,45 0,3

SSA Austenitic Stainless Steel (AISI 304) - Austenitic pin

10140402 SSA 8811 TAB K325 82,5 500 2,95 0,3

4500 3,1
10140403 SSA 8811 TAB K330 83,8 500 3,05 0,3

10140405 SSA 8811 TAB K450 114,3 500 3,65 0,3

10140407 SSA 8811 TAB K750 190,5 500 5,45 0,3

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette8811 TAB

pg. 525->528pg. 84-85/110 pg. 163/16980 links

10 feet
3.048 m

Tab System

R
 (m

m
)A 

(m
m

)

16
.3

R
70

Ø6.3538.1

6.
6

3.
1

70
56.2

45

43

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 70 mm



Ca
te

ne
 in

 a
cc

ia
io

 /
 S

te
el

 c
ha

in
s 

/ 
Sc

ha
rn

ie
rb

an
dk

et
te

n 
au

s 
Ed

el
st

ah
l

17

Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
8811 B

Article-Nr. Ref. A (Plate Width)
mm

R
mm

Weight
kg/m

Surface finish
μm

Max working
load (N)

Plate Thickness
mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10160102 SSE 8811 K325 82,5 500 2,90 0,3

6000 3,1
10160104 SSE 8811 K350 88,9 500 3,15 0,3

10160105 SSE 8811 K450 114,3 500 3,60 0,3

10160107 SSE 8811 K750 190,5 500 5,40 0,3

SSA Austenitic Stainless Steel (AISI 304) - Austenitic pin

10160402 SSA 8811 K325 82,5 500 2,90 0,3

4500 3,1
10160404 SSA 8811 K350 88,9 500 3,15 0,3

10160405 SSA 8811 K450 114,3 500 3,60 0,3

10160407 SSA 8811 K750 190,5 500 5,40 0,3

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette8811 B

A 
(m

m
)

R
 (m

m
)

3.
1

6.
6

11
.241.3

43

R
80

Ø6.3541.5
38.1

43

pg. 525->528pg. 84-85/110 pg. 16880 links

10 feet
3.048 m

Bevel System

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 80 mm
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
8857 M

Magnetic System

Article-Nr. Ref. A (Plate Width)
mm

R
mm

Weight
kg/m

Surface finish
μm

Max working
load (N)

Plate Thickness
mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10180107 SSE 8857 M K750 190,5 750 5,30 0,3 7000 3,1

R
 (m

m
) 

R
80

A 
(m

m
)

3.
1

9.
8

60
57 38.1

57
6.

6

Ø6.35

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette8857 M

pg. 525->528pg. 87-97/110 pg. 131->13680 links

10 feet
3.048 m

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 80 mm
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

Catena rettilinea
Straight running chain / Geradegängige Schanierbandkette815 MINI

pg. 525->528pg. 10080 links

10 feet
3.048 m

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working
load (N)

Plate Thickness
mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10210117 SSE 815 K125 31,75 1,07
3000 3,1

10210118 SSE 815 K175 44,45 1,35

A
(m

m
)

6.
6

3.
1

2.3

Ø6.35

9.
8

R75

38.121.7

815 MINI

Pins: Martensitic 1.4057  |  Backflex radius min.: 75 mm
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
812 GT/815 GT

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working
load (N)

Plate/Rubber Thickness
mm

SS Ferritic Stainless Steel (1.4016)

10020202 SS 812 GT K325 82,5 2,80 5400 Plate  3,1   Rubber  3

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10020102 SSE 815 GT K325 82,5 2,80

6000
Plate  3,1
Rubber  3

10020105 SSE 815 GT K450 114,3 3,55

10020107 SSE 815 GT K750 190,5 5,55

9.
8

6.
6

R120

Ø6.35

3
3.

1

A 
(m

m
)

1.6

38.142.5

Catena rettilinea
Straight running chain / Geradegängige Schanierbandkette812 GT/815 GT

pg. 525->52882-83-97/10880 links

10 feet
3.048 m

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 120 mm
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
815 TAB GT

56.2
43 38.1

A 
(m

m
)

12
.7

16
.3

3
3.

1

9.
8

6.
6

1.6

R120

Ø6.35

pg. 525->52882-83-97/10880 links

10 feet
3.048 m

Catena rettilinea
Straight running chain / Geradegängige Schanierbandkette815 TAB GT

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working
load (N)

Plate/Rubber Thickness
mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10200102 SSE 815 TAB GT K325 82,5 3,40 6000 Plate  3,1   Rubber  3

Tab System

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 120 mm
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
802 GT/805 GT

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working
load (N)

Plate/Rubber Thickness
mm

SS Ferritic Stainless Steel (1.4016)

10040207 SS 802 GT K750 190,5 6,20 7000 Plate  3,1   Rubber  3

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10040107 SSE 805 GT K750 190,5 6,20 9000 Plate  3,1   Rubber  3

R
130

1.6

A 
(m

m
)

9.
8

6.
6

80.5 38.1 Ø6.35

3
3.

1

Catena rettilinea
Straight running chain / Geradegängige Schanierbandkette802 GT/805 GT

pg. 525->528pg. 86-98/10980 links

10 feet
3.048 m

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 130 mm
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
8157 GT

1.6

9.
8

6.
6

R130

57
60

Ø6.35

A 
(m

m
)

3
3.

1

38.1

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working
load (N)

Plate/Rubber Thickness
mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10060107 SSE 8157 GT K750 190,5 6,00 10000 Plate  3,1   Rubber  3

Catena rettilinea
Straight running chain / Geradegängige Schanierbandkette8157 GT

pg. 525->528pg. 87-97/11080 links

10 feet
3.048 m

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 130 mm
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
8811 TAB GT

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette8811 TAB GT

Article-Nr. Ref. A (Plate Width)
mm

R
mm

Weight
kg/m

Max working
load (N)

Plate/Rubber Thickness
mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10150102 SSE 8811 TAB GT K325 82,5 500 3,20
6000

Plate  3,1
Rubber  310150107 SSE 8811 TAB GT K750 190,5 610 5,70

pg. 525->528pg. 84-85/110 pg. 163/16980 links

10 feet
3.048 m

Tab System

A 
(m

m
)

R
 (m

m
)

16
.3

12
.7

3
3.

1

43 38.1

56.2
70

6.
6

R80

Ø6.35

Pins: Martensitic 1.4057  |  Backflex radius min.: 80 mm
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
881 M GT

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working
load (N)

Plate/Rubber Thickness
mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10090102 SSE 881 M GT K325 82,5 2,80
6000

Plate  3,1
Rubber  310090107 SSE 881 M GT K750 190,5 5,00

Magnetic System

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette881 M GT

pg. 525->528pg. 84-85/110 pg. 115->13080 links

10 feet
3.048 m

R
50

0

A 
(m

m
)

3
3.

1

45
42.2

38.1

6.
6

9.
8

R80

Ø6.35

Pins: Martensitic 1.4057  |  Backflex radius min.: 80 mmDelivery: Easy Standard
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
8857 M GT

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette8857 M GT

Article-Nr. Ref. A (Plate Width)
mm

R
mm

Weight
kg/m

Surface finish
μm

Max working
load (N)

Plate/Rubber Thickness
mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10190107 SSE 8857 M GT K750 190,5 750 5,70 0,3 10000 Plate  3,1   Rubber  3

Magnetic System pg. 525->528pg. 87-97/110 pg. 131->13680 links

10 feet
3.048 m

R 
(m

m
)

R70

6.
6

9.
8

57
38.1

60

Ø6.35

A 
(m

m
)

3
3.

1

Pins: Martensitic 1.4057  |  Backflex radius min.: 70 mmDelivery: Easy Standard
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

Article-Nr. Ref. A (Plate Width)
mm

R
mm

Weight
kg/m

Surface finish
μm

Max working
load (N)

Plate Thickness
mm

Austenitic Stainless Steel

10220202 SS 1874 TAB K325 82,5 381 4,20 0,5

4500 3,1
10220205 SS 1874 TAB K450 114,3 381 4,80 0,5

10220206 SS 1874 TAB K600 152,4 457 5,70 0,5

10220207 SS 1874 TAB K750 190,5 610 6,40 0,5

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette1874 TAB

Tab System pg. 525->528pg. 165/17080 links

10 feet
3.048 m ASA 60

Standard on 
market

SPROCKET

A 
(m

m
)

19.0519.05

R
m

in

56.5
35

31.8

213.
1

23
.8

19
12

.7

14
.7

R260

Ø5.1

Ø11.9

Standard lenght roller chain: 160 Pitches

1874 TAB

Backflex radius min.: 260 mmDelivery: Easy Standard
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821 GT

882 TAB

CC 600 TAB

880 TAB Plastic pin

Pag 37

Pag 55

Pag 70

Pag 49

8257

882 TAB LBP

CC 600 D TAB

1873 D-SHAPE

880 TAB BO

Pag 39

Pag 57

Pag 71

Pag 63

Pag 51

8257 LBP

1873 GT

882 M GT

Pag 41

Pag 59

Pag 53

821 LBP

882 TAB GT

CC 600 D

880 B

Pag 38

Pag 56

Pag 71

Pag 50

8257 GT

1873

1843 SP 1883 SP 1883 GT

CC 600

882 M

Pag 40

Pag 58

Pag 67 Pag 68 Pag 69

Pag 70

Pag 52

878 TAB

1873 GRIPPER GS1

882 M LBP

Pag 42

Pag 60

Pag 54

820

878 GRIPPER GS1 878 GRIPPER GS2 878 GRIPPER GS4

1873 GRIPPER GS2

Pag 31/32

Pag 66 Pag 66 Pag 66

Pag 61

820 Plastic pin

879 TAB

Pag 33

Pag 44

831

880 TAB

Pag 35

Pag 48

820 V

879 M

1873 GRIPPER GS4

Pag 33

Pag 43

Pag 62

828

888 888 GT 880 M

Pag 34

Pag 45 Pag 46 Pag 47

821

880 V TAB

Pag 36

Pag 49

29
1873 MX1

Pag 64

1873 MX2

Pag 65

CC 1400 CC 1400 TAB

Pag 72 Pag 72
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1701 TAB OP 

63 MF

1706

103 MF

765 NO GAP

140 M

1706 TAB

83 M 83 M/PU

Pag 73

Pag 77

Pag 75

Pag 77

Pag 76

Pag 78

Pag 75

Pag 78

Pag 77

Pag 79

1701 TAB OPF

83 MF

Pag 74

Pag 77

43 MF

High efficiency
Improved safe
condition

High visibilityEnergy saving Low friction

PFX
The best choice for dry running applications.

PFX is a plastic compound developed specific for chain and belts in order to run with 
limited lubrication or in dry applications where the demands are extreme concerning 
speed, performance & efficiency.

PFX  material is developed to reduce the friction between chain and product as well as 
chain and wearstrips even if no lubrication is used.

Plastic chains available:

Low friction
Developed to reduce friction between chain 
product and wearstrip.

Food contact Certified
PFX material is suitable
in food application.

Minimal dusting
Developed to avoid dusting under extreme 
circumstances.

High performance
Longer wear life leads to excellent and 
long enduring product handling features.

Control of cost
Better control of total cost and sustainable 
conveyor technology.

Patented material
PFX is an exclusive product of Movex.

820 FT

880 M

880 TAB

828 FT

Other different types of product in PFX are on request.
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Catene in plastica / Plastic chains / Scharnierbandketten aus Kunststoff

Ø6.35

A 
(m

m
)

13
.5

4 38.1

42.1

820

Pins: Stainless Steel  |  Backflex radius min.: 50 mm

pg. 516->52488-89-98/10880 links

10 feet
3.048 m

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working load
N Material

11010102 LF 820 K325 82,5 0,89

1625 LF

11010103 LF 820 K330 83,8 0,90

11010104 LF 820 K350 88,9 0,91

11010114 LF 820 K400 101,6 0,95

11010105 LF 820 K450 114,3 1,00

11010106 LF 820 K600 152,4 1,22

11010107 LF 820 K750 190,5 1,43

11010302 MX 820 K325 82,5 0,89

1260 MX

11010303 MX 820 K330 83,8 0,90

11010304 MX 820 K350 88,9 0,91

11010314 MX 820 K400 101,6 0,95

11010305 MX 820 K450 114,3 1,00

11010306 MX 820 K600 152,4 1,22

11010307 MX 820 K750 190,5 1,43

11013002 PFX 820 K325 82,5 0,89

1260 PFX

11013003 PFX 820 K330 83,8 0,90

11013004 PFX 820 K350 88,9 0,91

11013014 PFX 820 K400 101,6 0,95

11013005 PFX 820 K450 114,3 1,00

11013006 PFX 820 K600 152,4 1,22

11013007 PFX 820 K750 190,5 1,43

Delivery: Easy Standard

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette820
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Catene in plastica / Plastic chains / Scharnierbandketten aus Kunststoff
820

Ø6.35

A 
(m

m
)

13
.5

4 38.1

42.1

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette820

pg. 516->52488-89-98/10880 links

10 feet
3.048 m

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working load
N Material

11012502 MPX 820 K325 82,5 0,89

1625 MPX

11012503 MPX 820 K330 83,8 0,90

11012504 MPX 820 K350 88,9 0,91

11012514 MPX 820 K400 101,6 0,95

11012505 MPX 820 K450 114,3 1,00

11012506 MPX 820 K600 152,4 1,22

11012507 MPX 820 K750 190,5 1,43

11011602 DKM 820 K325 82,5 0,89

1625 DKM

11011603 DKM 820 K330 83,8 0,90

11011604 DKM 820 K350 88,9 0,91

11011614 DKM 820 K400 101,6 0,95

11011605 DKM 820 K450 114,3 1,00

11011606 DKM 820 K600 152,4 1,22

11011607 DKM 820 K750 190,5 1,43

11011702 MWX 820 K325 82,5 0,89

1625 MWX

11011703 MWX 820 K330 83,8 0,90

11011704 MWX 820 K350 88,9 0,91

11011714 MWX 820 K400 101,6 0,95

11011705 MWX 820 K450 114,3 1,00

11011706 MWX 820 K600 152,4 1,22

11011707 MWX 820 K750 190,5 1,43

Delivery: Easy Standard Pins: Stainless Steel  |  Backflex radius min.: 50 mm
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Catene in plastica / Plastic chains / Scharnierbandketten aus Kunststoff
820 V-820 Plastic pin

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette820 V

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working load
N Material

11550102 LF 820 V2 K325 82,5 0,89
1625 LF

11550105 LF 820 V2 K450 114,3 1,00

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working load
N Material

11630102 LF 820 K325 82,5 0,69
650 LF

11630105 LF 820 K450 114,3 0,80

Catena rettilinea con perno in plastica
Straight running chain with plastic pin / Geradegängige Scharnierbandkette mit plastic bolzen820

 
Plastic pin 

pg. 516->52488-89-98/10880 links

10 feet
3.048 m

pg. 516->52488-89-98/10880 links

10 feet
3.048 m

Ø6.5

A 
(m

m
)

13
.538.1

Ø6.35

38.1

19

42.1

4

Ø6.35

A 
(m

m
)

13
.5

4 38.1

42.1

Pins: Stainless Steel  |  Backflex radius min.: 50 mm

Pins: Reinforced acetal resin  |  Backflex radius min.: 50 mm



Ca
te

ne
 in

 p
la

st
ic

a 
/ 

Pl
as

tic
 c

ha
in

s 
/ 

Sc
ha

rn
ie

rb
an

dk
et

te
n 

au
s 

Ku
ns

ts
to

ff
 

34

Catene in plastica / Plastic chains / Scharnierbandketten aus Kunststoff
828

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette828

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working load
N Material

11020102 LF 828 K325 82,5 1,07
2320 LF

11020103 LF 828 K330 83,8 1,13

11020302 MX 828 K325 82,5 1,07
1860 MX

11020303 MX 828 K330 83,8 1,13

11023002 PFX 828 K325 82,5 1,07
1860 PFX

11023003 PFX 828 K330 83,8 1,13

11022502 MPX 828 K325 82,5 1,07
2320 MPX

11022503 MPX 828 K330 83,8 1,13

pg. 516->524pg. 92-93/10880 links

10 feet
3.048 m

A 
(m

m
)

Ø6.3542.1

1538.14

Delivery: Easy Standard Pins: Stainless Steel  |  Backflex radius min.: 50 mm
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Catene in plastica / Plastic chains / Scharnierbandketten aus Kunststoff
831

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working load
N Material

11030102 LF 831 K325 82,5 1,00

1625 LF11030105 LF 831 K450 114,3 1,28

11030107 LF 831 K750 190,5 1,80

11030302 MX 831 K325 82,5 1,00

1260 MX11030305 MX 831 K450 114,3 1,28

11030307 MX 831 K750 190,5 1,80

38.1

13
.5

4.
8

A 
(m

m
)

42.1 Ø6.35

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette831

pg. 516->524pg. 90-91/10880 links

10 feet
3.048 m

Delivery: Easy Standard Pins: Stainless Steel  |  Backflex radius min.: 50 mm
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Catene in plastica / Plastic chains / Scharnierbandketten aus Kunststoff

A 
(m

m
)

Ø6.35136.4

14
.338.1

4.
8

821

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working load
N Material

11040107 LF 821 K750 190,5 2,55

2770 LF11040108 LF 821 K1000 254,0 3,05

11040109 LF 821 K1200 304,8 3,35

11040307 MX 821 K750 190,5 2,55

2200 MX11040308 MX 821 K1000 254,0 3,05

11040309 MX 821 K1200 304,8 3,35

11042507 MPX 821 K750 190,5 2,55

2770 MPX11042508 MPX 821 K1000 254,0 3,05

11042509 MPX 821 K1200 304,8 3,35

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette821

pg. 516->524pg. 86/10980 links

10 feet
3.048 m

Delivery: Easy Standard Pins: Stainless Steel  |  Backflex radius min.: 50 mm
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Catene in plastica / Plastic chains / Scharnierbandketten aus Kunststoff
821 GT

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette821 GT

Article-Nr. Ref. A (Plate Width)
mm

B (Rubber Width)
mm

Weight
kg/m

Max working load
N Material

11050107 LF 821 GT K750 190,5 134,0 2,55

2770 LF11050108 LF 821 GT K1000 254,0 192,0 3,05

11050109 LF 821 GT K1200 304,8 252,0 3,35

11050307 MX 821 GT K750 190,5 134,0 2,55

2200 MX11050308 MX 821 GT K1000 254,0 192,0 3,05

11050309 MX 821 GT K1200 304,8 252,0 3,35

pg. 516->524pg. 86/10940 links

5 feet
1.524 m

4.
8 16
.3

3

A 
(m

m
)

B 
(m

m
)

Ø6.35136.4

38.1

Delivery: Easy Standard Pins: Stainless Steel  |  Backflex radius min.: 50 mm  |  TPE Rubber: 75 ShA  
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Catene in plastica / Plastic chains / Scharnierbandketten aus Kunststoff
821 LBP

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette821 LBP

Article-Nr. Ref. Plate Width
mm

Weight
kg/m

Max working load
N Material

11060107 LFA 821 LBP K750 190,5 5,70

2770 LFA11060108 LFA 821 LBP K1000 254,0 7,05

11060109 LFA 821 LBP K1200 304,8 8,21

pg. 516->524pg. 86/10940 links

5 feet
1.524 m

136.4

28
.8

38.1

22
.4

Ø11

Ø6.35

A 
(m

m
)

19
0.

5

25
4

30
4.

8

Ø11

Ø11

Ø11

136.4

28
.8

38.1

22
.4

Ø11

Ø6.35

A 
(m

m
)

19
0.

5

25
4

30
4.

8

Ø11

Ø11

Ø11

136.4

28
.8

38.1

22
.4

Ø11

Ø6.35

A 
(m

m
)

19
0.

5

25
4

30
4.

8

Ø11

Ø11

Ø11

136.4

28
.8

38.1

22
.4

Ø11

Ø6.35

A 
(m

m
)

19
0.

5

25
4

30
4.

8

Ø11

Ø11

Ø11

K1000 K1200K750

Delivery: Easy Standard Pins: Stainless Steel  |  Backflex radius min.: 150 mm
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Catene in plastica / Plastic chains / Scharnierbandketten aus Kunststoff
8257

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette8257

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working load
N Material

11070107 LF 8257 K750 190,5 2,55

3830 LF11070108 LF 8257 K1000 254,0 3,05

11070109 LF 8257 K1200 304,8 3,35

11070307 MX 8257 K750 190,5 2,55

3050 MX11070308 MX 8257 K1000 254,0 3,05

11070309 MX 8257 K1200 304,8 3,35

pg. 516->524pg. 94-95/11080 links

10 feet
3.048 m

A 
(m

m
)

Ø857

38.1 194.
8

Delivery: Easy Standard Pins: Stainless Steel  |  Backflex radius min.: 50 mm
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Catene in plastica / Plastic chains / Scharnierbandketten aus Kunststoff

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette8257 GT

8257 GT

Article-Nr. Ref. A (Plate Width)
mm

B (Rubber Width)
mm

Weight
kg/m

Max working load
N Material

11080107 LF 8257 GT K750 190,5 134,0 2,55

3830 LF11080108 LF 8257 GT K1000 254,0 192,0 2,60

11080109 LF 8257 GT K1200 304,8 252,0 2,95

pg. 516->524pg. 94-95/110

57

A 
(m

m
)

Ø8

38.1 194.
8 3

B 
(m

m
)

40 links

5 feet
1.524 m

Pins: Stainless Steel  |  Backflex radius min.: 50 mm  |  TPE Rubber: 75 ShA  Delivery: Easy Standard
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Catene in plastica / Plastic chains / Scharnierbandketten aus Kunststoff

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette8257 LBP

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working load
N Material

11090107 LFA 8257 LBP K750 190,5 5,65

3830 LFA11090108 LFA 8257 LBP K1000 254,0 7,16

11090109 LFA 8257 LBP K1200 304,8 8,05

8257 LBP

pg. 516->524pg. 94-95/11040 links

5 feet
1.524 m

K1000 K1200K750

19
0.

5

38.1

23
.7

Ø8

33
.2

57

25
4.

0

30
4.

8

Ø10.8

Ø10.8

Ø10.8

19
0.

5

38.1

23
.7

Ø8
33

.2
57

25
4.

0

30
4.

8

Ø10.8

Ø10.8

Ø10.8

19
0.

5

38.1

23
.7

Ø8
33

.2
57

25
4.

0

30
4.

8

Ø10.8

Ø10.8

Ø10.8

19
0.

5

38.1

23
.7

Ø8
33

.2
57

25
4.

0

30
4.

8

Ø10.8

Ø10.8

Ø10.8

Delivery: Easy Standard Pins: Stainless Steel  |  Backflex radius min.: 200 mm
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Catene in plastica / Plastic chains / Scharnierbandketten aus Kunststoff

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working load
N Material

11190102 LF 878 TAB K325 82,5 1,06
2200 LF

11190105 LF 878 TAB K450 114,3 1,18

11190302 MX 878 TAB K325 82,5 1,06
1750 MX

11190305 MX 878 TAB K450 114,3 1,18

11191602 DKM 878 TAB K325 82,5 1,06
2200 DKM

11191605 DKM 878 TAB K450 114,3 1,18

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette878 TAB

878 TAB

pg. 516->524pg. 92-93 pg. 163/16980 links

10 feet
3.048 m

Tab System

Rmin.190

42.1
61.8

20
.8 38.1

A 
(m

m
)

Ø7

8.
3

4.
8

Delivery: Easy Standard Pins: Stainless Steel  |  Backflex radius min.: 40 mm
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Catene in plastica / Plastic chains / Scharnierbandketten aus Kunststoff
879 M

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette879 M

Article-Nr. Ref. A (Plate Width)
mm

R
mm

Weight
kg/m

Max working load
N Material

11240102 LF 879 M K325 82,5 457 1,05
2200 LF

11240105 LF 879 M K450 114,3 457 1,15

11240302 MX 879 M K325 82,5 457 1,05
1750 MX

11240305 MX 879 M K450 114,3 457 1,15

pg. 516->524pg. 92-93/108 pg. 115->12880 links

10 feet
3.048 m

Magnetic System

4.
8

A 
(m

m
)

42.1

7.
6

15
.2

Ø7

Rmin.457

38.1

Delivery: Easy Standard Pins: Ferritic Stainless Steel  |  Backflex radius min.: 50 mm
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